
QUICK COUPLING FOR FLUIDS / CD-150 480

CODE T P C L  H

CD-150-L G3/4” 44 40 85,7 34

CD-150-L-PL G3/4” 44 40 85,7 34

CD-150-L-P G1” 44 40 85,7 34

CD-150-L-P-PL G1” 44 40 85,7 34

CD-150-X G3/4” 44 40 85,7 34

CD-150-X-PL G3/4” 44 40 85,7 34

CD-150-X-316 G3/4” 44 40 85,7 34

CD-150-X-L-P G1” 44 42 92,7 38

CD-150-X-P G1” 44 42 92,7 38

CD-150-X-P-PL G1” 44 42 92,7 38

CD-150-X-316-P G1” 44 42 92,7 38

CD-150-X-316-P-PL G1” 44 42 92,7 38

CD-150 Female quick coupler BSPP, DN 14

CODE T D H L

ACD-150M-L R3/4” 19 27 74,7

ACD-150M-X R3/4” 19 27 74,7

ACD-150M-X-316 R3/4” 19 27 74,7

ACD-150M-L-P R1” 19 36 79,7

ACD-150M-X-P R1” 19 36 79,7

ACD-150M-X-316-P R1” 19 36 79,7

ACD-150M Male connection BSPT, DN 14

CODE T D L H

ACD-150H-L G3/4” 19 76,7 32

ACD-150H-X G3/4” 19 76,7 32

ACD-150H-X-316 G3/4” 19 76,7 32

ACD-150H-L-P G1” 19 78,7 40

ACD-150H-X-P G1” 19 78,7 41

ACD-150H-X-316-P G1” 19 78,7 41

ACD-150H Female connection BSPP, DN 14




